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_PRECAUTIONS FOR SAFETY

For general public use

Power supply cord of parts of appliance for outdoor use shall be at least polychloroprene sheathed flexible cord (design HO7RN-F) or cord designation 245
IECE6 (1.5 mm’ or mare). (Shall be installed in accordance with nalional wiring regulations.)

CAUTION New refrigerant air conditioner installation

* THIS AIR CONDITIONER USES THE NEW HFC REFRIGERANT (R410A), WHICH DOES NOT DESTROY THE OZONE LAYER.

R410A refrigerant is apt to be affected by impurities such as water, axidizing membranes, and oils because the pressure of R410A relrigerant is approx.
1.6 times of refrigerant R22, As well as the adoption of this new refrigerant, refrigerating machine oil has also been changed. Therefore, during installation
work, be sure thal waler, dust, former refrigerant, or refngerating machine oil does nol enter the refrigeration cycle of a new-refrigerant air conditioner

To avoid mixing refrigerant and relrigeraling machine oll, the sizes of charging port connecling seclions on the main unit are different from those for the
canventional refrigerant, and different size tools are also required. For connecting pipes. use new and clean piping materials with highpressure withstand
capabilities, designed for R410A only, and ensure that water or dust does not enter. Moreover, do nal use any existing piping as its pressure withstand
may be insufficient and may contain impurities.

CAUTION To disconnect the appliance from the main power supply

This appliance must be connected to the main power supply by means of a circuil breaker or a switch with & conlact separation of at least 3 mm in all poles.
If this is not possible, a power supply plug with earth must be used. This plug must be easily accessible after insiallation. The plug must be disconnected
from the power supply socket in order to disconnect the appliance completely from the mains.

DANGER

FOR USE BY QUALIFIED PERSONS ONLY.

TURN OFF MAIN POWER SUPPLY BEFORE ATTEMPTING ANY ELECTRICAL WORK. MAKE SURE ALL POWER SWITCHES ARE OFF,

FAILURE TO DO SO MAY CAUSE ELECTRIC SHOCK.

CONNECT THE CONNECTING CABLE CORRECTLY. IF THE CONNECTING CABLE IS CONNECTED WRONGLY, ELECTRIC PARTS MAY BE
DAMAGED,

* CHECK THE EARTH WIRE THAT IT IS NOT BROKEN OR DISCONNECTED BEFORE INSTALLATION,

DO NOT INSTALL NEAR CONCENTRATIONS OF COMBUSTIBLE GAS OR GAS VAPORS.

FAILURE TO FOLLOW THIS INSTRUCTION CAN RESULT IN FIRE OR EXPLOSION.

TO PREVENT OVERHEATING THE INDOOR UNIT AND CAUSING A FIRE HAZARD, PLACE THE UNIT WELL AWAY (MORE THAN 2 M) FROM HEAT
SOURCES SUCH AS RADIATORS, HEATERS, FURNACE, STOVES, ETC.

WHEN MOVING THE AIR CONDITIONER FOR INSTALLING IT IN ANOTHER PLACE AGAIN, BE VERY CAREFUL NOT TC GET THE SPECIFIED
REFRIGERANT (R410A) WITH ANY OTHER GASEOUS BODY INTO THE REFRIGERATION CYCLE. IF AIR OR ANY OTHER GAS IS MIXED IN THE
REFRIGERANT, THE GAS PRESSURE IN THE REFRIGERATION CYCLE BECOMES ABNORMALLY HIGH AND IT RESULTINGLY CAUSES BURST
OF THE PIPE AND INJURIES ON PERSONS.

IN THE EVENT THAT THE REFRIGERANT GAS LEAKS OUT OF THE PIPE DURING THE INSTALLATION WORK, IMMEDIATELY LET FRESH AIR
INTO THE ROOM. IF THE REFRIGERANT GAS IS HEATED BY FIRE OR SOMETHING ELSE, IT CAUSES GENERATION OF POISONOUS GAS.

-

WARNING

= Never modify this unit by removing any of the salety guards ar bypassing any of the salely inlerlock switches.
= Do not install in a place which cannot bear the weight of the unit.
Personal injury and property damage can result if the unit falls.
- Before doing the electrical work, altach an approved plug to the power supply cord.
Also, make sure the equipment is properly earthed.
+ Appliance shall be installed in accordance with national wining regulations.
If you detect any damage, do not install the unit. Contact your TOSHIBA dealer immediately.

CAUTION

+ Exposure of unit to water or other moisture belare instalfation could result in electric shock.
Do not store it in a wel basement or expose to rain or water.

« Afier unpacking the unit, examine it carefully for possible damage:

+ Do not install in a place thatl can increase the vibration of the unit. Do not install in a place that can amplify the noise level of the unit or whete noise and
discharged air might disturb neighbors.

* To avoid personal injury, be careful when handling paris with sharp edges.

« Please read this installation manual carefully before installing the unil. It contains further important instructions for proper installation.

REQUIREMENT OF REPORT TO THE LOCAL POWER SUPPLIER

Please make absolutely sure that the installation of this appliance is reporied to the local power supplier before installation. If you experience any problems
or if the installation is nol accepted by the supplier, the service agency will take adequate countermeasures.




INSTALLATION DIAGRAM OF INDOOR AND OUTDOOR UNITS
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Optional Installation Parts )

Part i
oodde Parls name Q'ly.
Relrigerant piping
Liquid side : ©B.35mm
@& Gas side : B9.52 mm One
o (10 Series) each
: ©12.70 mm
(13 Series)
Pipe insulating material 1
(polyethylene foam, 8 mm thick)
One
© | Pulty, PVC lapes st

A mm or more

out a dranags test

" For the rear lefi and left piping R

(1) Instaration
g / pate

Insert the cushion between the indaor
unit and wall, and tilt the indaor unil for

beiter operation.
s &

(Du niot allow the drain hose to get slack. \}

Cut the piping
haole sloped
slightly.

Make sure lo run the drain hose sloped
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rfln'sulate the relrigerant pipes separately
with insulation, not together.

( ,{«;q}\ \/ _i ‘\ \‘ )
& mm thick heat resisting
polyethylene foam
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Extension

drain hose

(Kot ava’ab's
peovidad by instalsr)

Fixing bolt arrangement of outdoor unit

+ Secure the outdoar unit with fixing bolts and nuts if the unit is likely to be

exposed to a slrong wind.

+ Use 08 mm or ©10 mm anchor bolts and nuts.
» If it is necessary to drain the defrost water, altach drain nipple (@) and cap

wiater proof (8 to the bottom plale of the outdoor unit before installing it.
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Installation Place )

e e ——

+ A place which provides the spaces around the indecor unit as shown in the
diagram

= Aplace where there are no obstacles near the air inlet and outlet

= Aplace which allows easy instailation of the piping to the outdoor unit

* Aplace which allows the front panel to be opened

« The indoor unit shall be installed as top of the indoor unil comes to at least
2 m heighl. Also, it must be avoided to put anything on ihe top of the indoor
unit.

CAUTION

+ Direct sunlight to the indoor unil's wireless receiver should be avolded.

+ The microprocessar in the indoor unit should not be toe close to RF noise
sources.
(For details, see the owner’s manual.)

) _Remo_te c_:ontrol

+ A place where there are no obslacles such as a curtain that may block the
signal from the indoor unit

+ Do not install the remote control in a place exposed fo direct sunlighl or close
to a heating source such as a stove.

* Keep the remote control at least 1 m apart from the nearest TV set or stereo
equipment. (This is necessary 10 preven! image disturbances or noise inter-
ference.)

+ The location of the remote control should be determined as shown below.

|Sd=vies) {Top view)

>

™~ Remote
control

Cutting a Hole and Mounting
Installation Plate

N

\)_Cﬂttil}g a ho_le

When installing the refrigerant pipes from the rear

Thacactsr ol happaho's
5 2bove Iha amow.

Tra certar of tha pips hale is abova B aTow,

10 Series 13 Series

1. After determining the pipe hole position on the mounting plate (%), drill the
pipe hole (065 mm) at a slight downward slant to the outdoor side.

NOTE |

+ When drilling a wall that contains a metal lath, wire lath or metal plate, be
sure to use a pipe hole brim ring sold separately.

) Mounting the installation plate

Anchorbothoiss

DOOR UNIT

10 Serles
13 Series

35mm | 82mm

555 mm|82 5 mm

Lmor more from fioor

120 mm | 170 mm

DO |[m| 3

E5mm | 85mm

Foatoa

Q_Wh_en the installation plate is directly mounted
on the wall
1. Securely fil the installation plale onto the wall by screwing it in the upper and
lower paris to hook up the indoor unit.
2. To maunt the installation plate on a concrete wall with anchor baolts, use the

anchar bolt holes as illusirated in the below figure.
3. Install the installation plate horizontally in the wall.

CAUTION
When installing the installation plate with a mounting screw, do not use

the anchor bolt holes. Otherwise, the unit may fall down and result in
persenal injury and property damage.

Instatiation plate

Anchor bott —— LY /,

Projecton 5
o g t5 mmor less J»; —
it = %
L =R =
~ — @ Nounting screw ’q‘J‘/
=3 4x252
(E?'_"':'E"“C- P anchot
(local pans)
CAUTION

Failure to firmly install the unit may result in personal injury and property
damage if the unit falls.

= In case of block, brick, concrete or similar type walls, make 5 mm dia. holes
in the wall.
+ Insert clip anchors for appropriate mounting screws (7).

NOTE
+ Secure four comners and lower parts of the installation plate with 4 to 6
mounting screws to install it

.\_ Electirical Work )

1. The supply voltage mus! be the same as the rated vollage of the air condi-
lioner.
2. Prepare the power source lor exclusive use with the air conditioner.

| NOTE |
» Wire type : More than HO7RN-F or 245 |EC66

CAUTION
+ This appliance can be connected to the mains in either of the following
two ways.
(1) Connection to fixed wiring:
A swilch or circuil breaker which disconnects all poles and has a
contact separation of at least 3 mm must be incorporated in the fixed
wiring. An approved circuit breaker or switches must be used.
(2) Cannection with power supply plug:
Attach power supply plug with power cord and plug It into wall outlet.
An approved power supply cord and plug must be used.

.~ NOTE
+ Ensure all wiring is used within its eleclrical rating.
Model 10 Series. | 13 Series
Power source S0Hz, 220 - 240 V Sing'a phase
Vtzximum running current 7.5A | 124
Piug sockel 8 luse 1ating 16A
Power cord 1 mm’ of more | 1.5 mm' or more




J_ How to connect the power cord

For the air conditioner thal does not have power cord, connect a power

cord to it as mentioned below.

(1) Open the air inlet grille upward.

(2) Remove the two screws securing the front panel.

(3) Shightly open the lower pan of the front panel, then pull the upper part of the
front panel toward you to remove it from the rear plate,

(4) After remaving the front panel, remove the power cord connect cover and
the cord clamp.

(5) Connect and secure the power supply cord and secure the cord clamp and
the power cord connect cover.

(6) Put the power supply cord through the nolch.

(7) Be sure to smoath the notch with a file, elc.

Alr in'el gni'a

i
\ | biock li. Cord clamp
Front pane! ? | "/ Serew
: -\éﬂi of Screw
M tﬁ“ﬂ Z Screw
£ - Sy e o —hy o
- 25 70 3t
’] S &
& Power supply.cord ‘;’»‘,;‘L)
Power cord

Stripping lenglh of the power supply cord

& mm /

Earih knz

]
|

g | NOTE |
L — + Use stranded wire only.
== + Wire type : HO7RN-F or more
CAUTION

For the air conditioner with the power supply cord

« If the power supply cord is damaged, it must be replaced by the
manufacturer, the service agency, or another similarly qualified person
in order to avoid hazard.

Taking out the power cord

* Put the power supply cord through
the notch.

§ Wiring Connection )

How to connect the connecting cable
Wiring of the connecting cable can be carried out without removing the
front panel.
1. Remove the air inlel grille.
Open the air inlet grille upward and pull it toward you.
2. Remove the terminal cover and cord clamp.
3. Insert the connecling cable (according to the local cords) into the pipe hole
on the wall,
4. Take oul the connecling cable through the cable slot on the rear panel so
that it protrudes about 15 cm from the front.
5, Inser the connecling cable fully into the terminal block and secure it tightly
with screws.
. Tightening torque : 1.2 N-m (0.12 kgf-m)
. Secure the connecting cable with the cord clamp.
. Fix the terminal cover, rear plate bushing and air inlel grille on the indoor
unit.

= =1

CAUTION

+ Be sure 1o refer fo the wiring syslem diagram labeled inside the front
panel,

+ Check local electrical cords and also any specific wiring Instructions ar
limitations.

10 Series

Cord clamp
Termina! black

Terminzl
Connecting cover
cabe —
Screw
[ = :
‘ L“' | <z :
g Ay arih Ine
i Sl gy K
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Screw ~° Cennectng cabls
o]
13 Series EN
Card clamp ) .
Terminal Terminal block

cover

Siren/ |

\
Connecting \
cably

- NOTE

« Use stranded wire only.
= Wire type : HO7RN-F or more

) How to install the air inlet grille on the indoor
unit
« When attaching the air inlet grille,

the contrary of the remaoved
operation is perfarmed.

Piping and Drain Hose Installation %)

() Piping and drain hose forming

* Since dewing results in a machine trouble, make sure to insulate both con-
necting pipes. (Use polyelhylene foam as insulating material.)

e e e S
—] >
| Botlom left I‘ =
EN =
™
R

1. Die-cutting front panel slit
Cut out the slit on the leftward or right side of the front panel for the lefi or
right connection and the slit on the botton lefi or right side of the front panel
for the bottom left or right connection with a pair of nippers.

2. Changing drain hose
For leftward connection, battom-leftward connection and rearleftward con-
neclion’s piping, it is necessary fo change the drain hose and drain cap.

Changing
drain hose

Dig-cutting
front panel slit

Piping preparation

How to remove the drain hose

+ The drain hose can be removed by removing the
screw securing the drain hose and then pulling ocut
the drain hose.

+ When remaving the drain hose, be careful of any
sharp edges of steel plate. The edges can injuries.

- To install the drain hose, inserl the drain hose
firmly unlil the connection part contacts with heat
insulator, and the secure it wilh original screw.

Hzat inzu'ator




How to remove the drain cap
Clip the drain cap by needle-nose
pliers and pull out.

How to fix the drain cap
1) Insert hexagon

wrench (4 mm)

in a center head.

2) Firmly inseri the drain cap.

Do not apply lubricating ol
(refrigetant machineol) whan
insarting tha drain cap. Appiication
causes detenoraton and drain
leghzge of the plug

Inzan 3 hasxzgan
wrench (4 mm)

CAUTION

Firmly insert the drain hose and drain cap; othenwise, water may leak.

< In case of right or left piping

+ After senbing slits of the fronl panel with a
knife or-a making-off pin, cut them with a

pair of nippers or an equivalent toal.

) In case of bottom right or bottom left piping
SSE=g 'f/_-/".?/
St /@'

* After scribing sfits of the front panel with a
knife or a making-off pin, cut them with a

pair of nippers or an equivalent lool.

. Lef_t-hand connection with piping

Bend the connecting pipe so that it is laid within 43 mm above the wall sur-
face, If the connecling pipe is laid exceeding 43 mm above the wall surface,
the indoor unit may unstably be sst on the wall,

When bending the connectling pipe, make sure lo use a spring bender so as
not to crush the pipe.

Bend the connecting pipe within a radius of 30 mm.
To connect the pipe after installation of the unit (figure)

(To the forsfront of fara)
P — o | : a—
- Gassde g g
B [ E E
| Liqud sida
12

—

Outward form of Indoot urt

@
g
=
I
(=]

‘rﬁl R 30 mm (Use palisin (palyethylens) N!
' Gj_ coce of the ke for bendng ppe) i
|
RIS f.ff" VFPTTTF i ssda A
‘ & Uss tha hand's of screadriver, elc

NOTE

Il the pipe is benl incorrectly, the indoor unit may unstably be set on the wall.
Alter passing the connecling pipe through the pipe hole, connect the
connecting pipes to the auxiliary pipes and wrap the facing tape around
them,

CAUTION

+ Bind the auxiliary pipes (two) and connecling cable with facing tape
tightly. In case of leftward piping and rear-leftward piping, bind the
auxiliary pipes (two) only with facing tape.

Auniiaty ppes
Cornacting cable

nstzTaton plate

» Carelully arrange pipes so that any pips does not stick out of the rear
plate of the indoor unil.

» Carelully connect the auxliary pipes and connecling pipes lo one
another and cul off the insulating tape wound on the connecting pipe to
avoid double-taping at the joint; moreover, seal the joint with the vinyl
lape, elc.

+ Since dewing results in a machine trouble, make sure to insulate both
connecting pipas. (Use polyethylene foam as insulating material.)

+ When bending a pipe, carefully do it, not lo crush it.

lndoor Unlt Fixing )

— e

1. Pass the pipe lhmugh the hole in the wall and hook the indoor unit on the
instaliation plate at the upper hook.

2. Swing the indoor unil to right and left to conlirm that it is firmly hooked up on
the installation plate.

3. While pressing the indoor unit ento the wall, hook it at ihe lower pari on the
installation plate. Pull the indoor unit toward you to confirm that it is firmly
hooked up on the inslallation plate.

— Hook here,
1) Instafatan pata

Hook

* For detaching the indoor unit from the
installation plate, pull the indoor unit toward
you while pushing its bottom up at the
specified parls.

Drainage )
1. Run the drain hose sloped downwards.

NOTE

+ The hole should be made al a slight downward slant on the outdoor side.

———

Da nat torm the
Do not ris2 the drain hase into
drz'n hose awavy shapa
L]

b

2, Put walter in the drain pan and make sure thal the water is drained oul of
doors.

3. When connecling extension drain hose, insulate the connecting part of
extension drain hose with shield pipe.

Do not put the
drain hosa end
inta water

in the drainaga ditch

Shig'd pipe

15}

= =
F-"i Extension dian hass

Dranhos2 Insida the room

CAUTION

Arrange the drain pipe for proper drainage from the unit.
Improper drainage can resull in dew-dropping.

This alr conditioner has the structure designed
to drain waler collected from dew, which forms
on the back of the indoar unil, to the drain pan.
Therelare, do not store the power cord and other
parls at a height above the drain guide.

y Yatl

g

¢ Drain
gulde

Space lor pipes



" OUTDOOR UNIT

lnstallatlon Place

Ap'ace which provides the spaces around the outdnor unit as shov.n in the diagram

A place which can bear the weight of the outdoor unit and does not allow an
increase in noise level and vibration

Aplace where the operation noise and discharged air do not disturb your neighbors
A place which is not exposed 1o a strong wind

A place ree of a leakage of combustible gases

A place which does not block a passage

When the outdoor unit is to be installed in an elevated position, ba sure to
secure its feet.

An allowable length of the connecling pipe is up 1o 10 m (10 Series) or 15 m
{13 Series).

An allowable height level is up to 5 m (10 Series) or 6 m (13 Series).

A place where the drain waler does not raise any problems

« & s e = &

-

CAUTION

1. Install the outdoor unit without anything blocking the air discharging.

2. When the outdoar unit is installed in a place always exposed to sirong
wind like a coast or on a high storey of a building, secure the normal fan
operalion using a duct or a windshield.

3. In particul any-. vindy areas, install the unit such as to avoid admission of wind.

4. Installation in the following places may result in trouble.

Do not install the unil in such places.
- A place full of machine oil
+ A saline-place such as the coast
+ A place full of sulfide gas
+ A place where high-
frequency waves are likely to
be generated as from audio
equipment, welders, and medical equipment

Refrlgerant Plplng Connectlon *)

< Flaring
1. Cut the pipe with a pipe culter.

a 2 B M %L
) &

2. Insert a flare nut into the pipe and flare the pipe.
+ Projeclion margin in flaring : A (Unit : mm)

Rigid (clutch type)
Outer dia. Conventional tool
of copper pipe R410A tool used st
6.35 010 0.5 1.0to 1.5
9.562 010 0.5 1.0t01.5
12.70 010 0.5 1.0101.5

Imperial (wing nut type) .

-—J —_— Outer dia. of copper pipe R410A
A\ 6.35 151020
I 9.52 151020

De = B o v 4
- 12.70 201025

) Tightening connection

Align the centers of the connecling pipes and tighten the flare nut as far as
possible with your fingers. Then tighten the nul with a spanner and torque

wrench as shown in the figure.
l !i Fiare nut

+——] Intemaly
threaded side

Use a torque wrerch to tighten

Ha* ur ion

Externally
threaded sde

Usa a wrench 1o secure.

CAUTION

Do not apply excess torque. Otherwise, the nut may crack depending on the conditions.

(Unit : N-m)
Quter dia. of copper pipe Tightening torque
06.35 mm 1610 18 (1.6 1o 1.8 kgf-m)
09.52 mm 30 to 42 (3.0 to 4.2 kgf-m)
01270 mm 50 1o 62 (5.0 to 6.2 kaf-m)

+ Tightening torque of flare pipe conneclions
The operaling pressure of R410A
is higher than that of R22 (approx.
1.6 times). It is therefore necessary
to firmly tighten the flare pipe F

Flare at
/i Indogr urit sids

connecling sections (which connect
the indoor and outdoor units) up to the
specified lightening torque, Incorrect
conneclions may cause not only a
qas leakage, but also damage to the
refrigeration cycle.

|

D,

= mareat
outdoor uni sda

I
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) Shaping pipes

1. How lo shape the pipes
Shape the pipes along the incused line on

the outdoor unit. 7
2. How to fit position of the pipes o Incused ling
Put the edges of the pipes to the place with =
a distance of 85 mm from the incused line. i
Evacuating )

o — —a - -

Aﬂer the piping has been connecled to the indoor unit, you can perferm the
air purge together al once.

AIR PURGE

Evacuate the air in the connecting pipes and in the indoor unit using a
vacuum pump. Do nol use the refrigerant in the outdoor unit. For details,
see the manual of the vacuum pump.

) Using a vacuum pump

Be sure to use a vacuum pump with counter-flow prevention function so that
inside oil of the pump does not flow backward into pipes of the air conditioner
when the pump slops.

(If oil inside of the vacuum pump enters the air conditioner, which use R410A,
refrigeration cycle trouble may result.)

1. Connect the charge hose from the manifold valve to the service port of the
packed valve at gas side.

Connect the charge hose lo the port of the vacuum pump.

Open fully the low pressure side handle of the gauge manifold valve.
Operate the vacuum pump lo starl evacuating. Perform evacuating for
aboult 15 minutes if the piping length is 20 meters. (15 minutes for 20 meters)
(assuming a pump capacity of 27 liters per minute) Then confirm that the
compound pressure gauge reading is —101 kPa (—76 cmHg).

Close the low pressure side valve handle of the gauge manifold valve.
Open lully the valve stem of the packed valves (both gas and liquid sides).
Remove the charging hose from the service port.

Securely tighten the caps on the packed valves.

soN

N3

Compound pressure gauga Pressura gauge
101 kPa N, /
=B embg) - N\ (7 Manifold vaive
. Hand'a Hi
{Keep full cloted)

Hand'e Lo

Charge hoze
(For R210A only) —»
%, (For R410Acnly)
Connecting pipe \
Vacuum pump adapler for
cournter-flow prevention
(For R410A anly)

= " Packed valve at gas side
| Service port (Valve core (Settng pin))

Packed vaive st hquid side

CAUTION

+ KEEP IMNPORTANT 5 POINTS FOR PIPING WORK.
(1) Take away dust and moislure (inside of the connecting pipes).
(2) Tighten the connections (between pipes and unit).
(3) Evacuate the air in the connecting pipes using a VACUUM PUMP.
(4) Check gas leak (connected points).
(5) Be sure to fully open the packed valves before operation.



. J_Packed valve handling precautions

* Open the valve stem all the way out, but do not try to open it beyoend the stopper.
+ Securely tighten the valve stem cap wilh torque in the following table:

Gas side 50to 62 N'm
(012.70 mm) | (5.0 to 6.2 kgi-m) % Th= hexagan wrench
Is required
Gas side 301042 N'm
(©9.52 mm) (3.0 10 4.2 kgf'm) g
Liquid side 16t 18 N'm )
(©6.35 mm) (1.6 to 1.8 kgf-m)
; 9to 10 N'm
Service port | (4 g 19 1.0 kgf-m)

Wiring Connection )

e

N

. Remove the valve cover from the outdoor unit.

2. Connect the connecting cable to the terminals as identified with their
respective matched numbers on the terminal block of indoor and outdoor
unit.

3. When connecling the connecting cable to the outdaor unit terminals, make
a loop as shown in the installation diagram of indoor and outdoor unit to
prevent water coming in the outdoor unit.

4. Insulate the unused cords (conductors) from any water coming in the

outdoor unit, Proceed them so that they do not touch any electrical or metal

parts,

—_

OTHERS

it il i o

! Stripping length of the connecting cable

Terminal biock
~

Terminal screw

CAUTION

* Wrong wiring connection may cause some elecltrical parts burn out.

+ Be sure to comply with local cords on running the wire from indoor unit
to outdoar unit (size of wire and wiring method, elc,).

= Every wire musl be connecled firmly.

. NOTE  :Connecting cable
» Wire type : More than HO7RN-F or 245 I[ECE6

o, B T E= N ERE—

e Gas Leak Test =)

Chec places for
the indoor unit

Valve cover

/

-

Electiic parts
COver

+ Check the flare nut connections
for the gas leak with a gas leak
detector or soap water.

Check places for the cu'door unt

Setting of Remote Control
: Selector Switch )

\ -

When two indoor units are installed in the separated rooms, it is not
necessary to change the selector switches.

Remote control selector switch

* When two indoor units are installed in the same room or adjacent two
rooms, il operaling a unil, two units may receive the remote conlrol
signal simultaneously and operale. In this case, the operation can be
preserved by selling either one indoor unit or remote control to B set-
ting. (Both are set to A setting in factory shipment.)

+ The remote control signal is not received when the setiings of indoor
unit and remote control are different.

+ There is no relation between A selling/B setting and A room/B room
when connecting the piping and cables.

Remote Control A-B Selection %)

~

To separate using of remole control for each indoor unit in case of 2 air
conditioner are installed nearly.

Remole Control B Setup.

1. Press RESET button on the indoor unit to turn the air conditioner ON.

2. Point the remote control at the indoor unit.

3. Push and hold [CHK] button on the Remaote Conlrol by the tip of the pencil.
“00” will be shown on the display.

4. Press [MODE] during pushing [CHK]. “B” will show on the display and 00~
will disappear and the air conditioner will turn OFF. The Remote Control B
is memarized.

Note : 1. Repeat above step to reset Remote Control to be A.

2. Remote Control A has not “A” display.
3. Default selling of Remote Control from factory is A.

‘B* Display g} y ‘
00" Display @ I:z -
Tanaim

Test Operation =)

A~

To swifch the TEST RUN (COOL) mode,
press RESET button for 10 seconds.
(The beeper will make a short beep.)

: =
N RESET button

Auto Restart Setting =)

b

This product is designed so that, after a power failure, il can restart automati-
cally in the same operating mode as before the power failure.

Information

The product was shipped with Auto Restart function in the off position.
Turn it on as required.

! H_ow to set the Auto Restart

*+ Press and hold the RESET butlon for about 3 seconds. After 3 seconds, the
eleclronic beeper makes three short beeps to tell you the Auto Restari has
been selecled.

* To cancel the Auto Restart, follow the steps described in the section Aulo
Restart Function of the owner's manual.












































































































































































































































































































